MNE9 INSTALLATION INSTRUCTIONS
. Part Number HA-8085

This filter fits: Honda GL1200 W/SE-I 1985-86

Congratulations, you have purchased the finest air filter that money can buy. With proper care, this filter will last one mil-
lion miles or more. This filter can be used in a stock machine, with no modifications required. However if any engine mod-
ifications have been made, tuning/jetting adjustments may be required. However, there are special installation instruc-
tions, so please follow the procedures outlined below to ensure that the K&N Filtercharger® seals properly.

Installation

1) Remove stock air filter.
2) Remove rubber grommets from stock air filter and insert into K&N air filter.

NOTE: If either of the stock grommets are damaged, a new one should be purchased from your Honda dealer.
3) Install K&N air filter.

THESE INSTRUCTIONS MUST BE FOLLOWED EVERY TIME THE FILTER IS SERVICED, OTHER-
WISE THE FILTER MAY NOT SEAL, AND DAMAGE TO THE ENGINE COULD RESULT.

» 1455 CITRUS AVE., P.O. BOX 1329, RIVERSIDE, CA., U.S.A. 92502 « TECH SERVICE 800-858-3333 « FAX 909-684-9060
+ e-mail: tech@knfilters.com < www.knfilters.com ¢ www.knpowersports.com 17367

MNE53 INSTALLATION INSTRUCTIONS
. Part Number HA-8085

This filter fits: Honda GL1200 W/SE-I 1985-86

Congratulations, you have purchased the finest air filter that money can buy. With proper care, this filter will last one mil-
lion miles or more. This filter can be used in a stock machine, with no modifications required. However if any engine mod-
ifications have been made, tuning/jetting adjustments may be required. However, there are special installation instruc-
tions, so please follow the procedures outlined below to ensure that the K&N Filtercharger® seals properly.

Installation

1) Remove stock air filter.
2) Remove rubber grommets from stock air filter and insert into K&N air filter.

NOTE: If either of the stock grommets are damaged, a new one should be purchased from your Honda dealer.
3) Install K&N air filter.

THESE INSTRUCTIONS MUST BE FOLLOWED EVERY TIME THE FILTER IS SERVICED, OTHER-
WISE THE FILTER MAY NOT SEAL, AND DAMAGE TO THE ENGINE COULD RESULT.
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